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MY Software Installation|

Step 1:

Launch the setup executable file (.EXE) file and click Next.

Step 2:

Click Install to begin the setup process.

&) TTITAKE Engine v1.0.0 Setup Lol

&) TTITAKE Engine v1.0.0 Setup Lol

Welcome to TT iTAKE Engine v1.0.0
Setup

Setup will guide you through the installation of TT ITAKE
Engine v1.0.0,

It is recommended that you dose all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer,

Click Mext to continue,

Cancel

Choose Install Location
Choose the folder in which to install TT TAKE Engine v1.0.0. a

Setup will install TT ITAKE Engine v1.0.0 in the following folder, To install in a different folder,
dick Browse and select another folder. Clidk Install to start the installation.

Destination Folder

:\Program Files (x86) THYTAKE Browse...

Space reguired: 49, 5MB
Space available: 35.2GE

< Back Install Cancel
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MY Software Installation|

Step 3:
Once setup is complete, you will also need to install the Microsoft Visual C++ 2015
Redistributable Package. Step 4:

Without installing the Redistributable Package, the software will fail to launch Click Finish to complete the installation.

a za TTIiTAKE Engine v1.0.0 Setup | = ]\

_Installing i,
ﬁ Microsoft Visual C++ 2015 Redistributable (x86) - 14.0.. — -

Microsoft Visual C++ 2015
Redistributable (x86) - 14.0.23026

MICROSOFT #ki= RS2,

Completing TT iITAKE Engine v1.0.0
Setup
Your computer must be restarted in order to complete the

installation of TT iTAKE Engine v1.0.0. Do you want to
reboot now?

MICROSOFT VISUAL STUDIO 2015 jjI{§ -~ VISUAL STUDIO SHELL H1
C++ REDISTRIBUTAEBLE

I want to manually reboot later

FERACE P Microsoft Corporation (SRR B B4 v
MEEss#ERRESW

- Back Next = Cance < Back Einish Cance
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MY Mouse Page

[ 4 . 4
Home Page
You can switch the mouse model.

Other Settings/ Shrink Window/ CloseWindow

Other SettingsSoftware versionAmazon Alexa setting and switching the language
[  — used for the user interface.

Profiles ShrinkWindow: Close the display and minimize the program to taskbar.
Close WindowClose the display and minimize the program to the lower right corner.

The Argent M3RGB can support up to 6 profiles,
which can be switched as required.

® ® * =%
Configuration Pages

Switches between the configuration pages single
key operation, macro recording, lighting effects

WY thermaltake

SELECT PROFILE

and performance setting.
i = iJ PROFILE
. . - RIGHT CLICK MOUSE BUTTON
Functions for Managing Profiles e SR
SCROLL UP MOUSE BUTTON
Up to 15 profiles can be added for use. The functions of SROLL boWN WOUSE BUTTON

each button from left to right are: O Lefthanded  © Rignthandec
Add: Create a new profile.

Delete:Delete an existing profile.
Copy:Copy a profile. —
Import: Import a profile. ‘ ‘ Dot
Export:Export a profile. —

KEY RESET

[ °
Correcting the Name of a Profile
The name of a new profile can be modified directly.

TT070010195, P Address:192.168.4.176

®
PC IFAddress ¢ :
Use the TTTAKE AP® enter the IP for control. Restore Mouse Settings for All Keys / Apply
Restore Mouse Settings for All Keyall key functions saved under
A : the current profile will be restored to factory default values.
ASSIgnlng Key Functions Apply: Save and apply all settings to the selected key.

Eight different functions can be assigned. .
09 )" thermaltake
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M) Default Function

Step 1:

Select a key, then select a "Default" function from the ddmvn list.

Step 2:

Click Apply to change and save the new function.

Profile : P Profile
Right Click

Right Click
Scroll Click Mouse Button i Scroll Click Mouse Button
Scroll Up Mouse Button i Scroll Up Mouse Button
Scroll Down Mouse Button 7 Scroll Down

Mouse Button
QO Left-handed © Right-handed

QO Left-handed ©® Right-handed

KEY ASSIGNMENT

7 KEY ASSIGNMENT
Default Default
Singie u.\ey - g

Macro
| Media
| Function Keys
Launch Application
Gaming Profile
Mouse

Disable

YY" thermaltake



"™ Single Key Function

Step 1:

Select a key, then select "Single Key" from the etopn list.

Right Click
Scroll Click
Scroll Up

Scroll Down

KEY ASSIGNMENT

Default

[Nafanit

|Si

Macro
| Media
| Function Keys
Launch Application
Gaming Profile
Mouse

Disable

Profile

Mouse Button
Mouse Button
Mouse Button

O Left-handed o Right-handed

Step 2:

Enter a new key value into the lowdght box.

Profile
Right Click
Scroll Click | Mouse Button
Scroll Up Mouse Button
Scroll Down Mouse Button

O Left-handed ® Right-handed

CURRENT
KEY ASSIGNMENT ‘

Single Key st

YY" thermaltake



"™ Single Key Function

Step 4.

Step 3: Based on the information displayed on the screen, you will be able to see if t
Click Apply to change and save the new function. new key setting is applied properly.

Profile 7 & Profile
Right Click | Right Click
Scroll Click Mouse Button ! Scroll Click | Mouse Button
Scroll Up Mouse Button ! Scroll Up Mouse Button
Scroll Down Mouse Button Scroll Down Mouse Button

QO Left-handed ©® Right-handed O Left-handed ® Right-handed

CURRENT CURRENT
{j KEY ASSIGNMENT KEY ASSIGNMENT ‘

Single Key Single Key st

YY" thermaltake



MY Macro Function

Step 1:

First, you must designate a key, then select "Macro" in the diogn list.

Right Click
Scroll Click
Scroll Up

Scroll Down

KEY ASSIGNMENT

e el
Default
Cinala Ko

=

| Function Keys
Launch Application
Gaming Profile
Mouse

Disable

Profile

Mouse Button
Mouse Button
Mouse Button

O Left-handed ® Right-handed

Step 2:

Select a macro from the uppeight.

Right Click
Scroll Click
Scroll Up

Scroll Down

4 KEY ASSIGNMENT
‘ Macro

Profile

Mouse Button
Mouse Button
Mouse Button

QO Left-handed ©® Right-handed

ASSIGN MACRO

Default Macro
)

Default Text

Once

YY" thermaltake



MY Macro Function

Step 3:

Step 4:
Select a macro repeat option from the drdpwn list located in the Click Apply to save the new function. Verify if the new key function is applied
lower-right corner.

properly by looking at the information displayed on the screen.

Profile Clic Profile
Right Click

Right Click
Scroll Click

Mouse Button Scroll Click

Mouse Button
Scroll Up Mouse Button Scroll Up

Mouse Button
Scroll Down Mouse Button Scroll Down

Mouse Button
O Left-handed O Right-handed

O Left-handed O Right-handed

ASSIGN MACRO

ASSIGN MACRO
f KEY ASSIGNMENT Default Macro ( KEY ASSIGNMENT Default Macro
‘ Macro ’

Macro
J REPEAT OPTION

REPEAT OPTION
Once

ot

Once

Multiple Times
Press & Hold
Until Next Press

YY" thermaltake



)" Media Function

Right Click
Scroll Click
Scroll Up

Scroll Down

KEY ASSIGNMENT

Defaut
Default
Single Key

_ e

Function Keys
Launch Application
Gaming Profile
Mouse

Disable

adsvin 80 U

Step 2:

Profile
Right Click
Mouse Button ! Scroll Click
Mouse Button ! Scroll Up
Mouse Button Scroll Down

O Left-handed ® Right-handed

KEY ASSIGNMENT

Media

GaSRAI b T S&ebtamiti®edia fuictian in the right draimwn list.

Profile

Mouse Button
Mouse Button
Mouse Button

O Left-handed ® Right-handed

MEDIA FUNCTION KEY

Play/Pause

B —

Previous

Next

Volume Up
Volume Down
Mute Mic

YY" thermaltake




)" Media Function

Step 3:

Click Apply to change and save the new function.

Right Click
Scroll Click
Scroll Up

Scroll Down

KEY ASSIGNMENT
Media

Profile

Mouse Button

Mouse Button

Mouse Button

O Left-handed ® Right-handed

MEDIA FUNCTION KEY
Play/Pause M

Step 4:

Based on the information displayed on the screen, you will be able to see if t

new key setting is applied properly.

Right Click
Scroll Click
Scroll Up

Scroll Down

&

/

KEY ASSIGNMENT

Profile

Mouse Button
Mouse Button
Mouse Button

O Left-handed ® Right-handed

MEDIA FUNCTION KEY

E

YY" thermaltake



MY Hot Key Function

Step 1:

Select a key, then select "Function Keys" from the dtown list.

Right Click
Scroll Click
Scroll Up

Scroll Down

B

/

RESET

KEY ASSIGNMENT

el
Default
Single Key

Launcn Application
Gaming Profile
Mouse

Disable

Profile

Mouse Button
Mouse Button
Mouse Button

O Left-handed ® Right-handed

Step 2:

Select a type of hotkey function in the uppéght drop-down list.

Right Click
Scroll Click
Scroll Up

Scroll Down

o KEY ASSIGNMENT
Function Keys

/

Profile
Mouse Button
Mouse Button

Mouse Button

O Left-handed ©® Right-handed

SELECT FUNCTIONS

E-mail

YY" thermaltake



MY Hot Key Function

Step 3: Step 4:
p o Click Apply to save the new function. Verify if the new key function is applied

Select a keyboard function in the loweght drop-down list. properly by looking at the information displayed on the screen.

Profile Profile

Right Click Right Click

Scroll Click Mouse Button Scroll Click Mouse Button
Scroll Up Mouse Button Scroll Up Mouse Button
Scroll Down Mouse Button Scroll Down Mouse Button

o Left-handed O Right-handed O Left-handed O Right-handed

SELECT FUNCTIONS SELECT FUNCTIONS

KEY ASSIGNMENT Windows Shortcuts |Z| KEY ASSIGNMENT

Windows Shortcuts E]
Function Keys

Function Keys
KEYBOARD FUNCTIONS

KEYBOARD FUNCTIONS

E-mail M E-mail ]
[ERE—— ]

Media Player

Calculator

Computer

Switch Applications

Lock Screen

Open Task Manager

Open Run Dialog

Minimize Window

Maximize Window E|

YY" thermaltake



MY" Launch Application Function

Step 1:

Step 2:
Select a key, then select "Launch Application" from the dfoyn list.

Select "Application” in the uppeaight drop-down list.

Profile Profile
Right Click Right Click
Scroll Click Mouse Button | Scroll Click Mouse Button
Scroll Up Mouse Button Scroll Up
Scroll Down '

Mouse Button
Mouse Button Scroll Down

Mouse Button
O Left-handed ® Right-handed

QO Left-handed ©® Right-handed

SELECT FUNCTIONS
KEY ASSIGNMENT
Default
Single Key
Macro
| Media
RESET .‘.Cl n\rﬁr‘\n
L
Gaming Protile
Mouse
| Disable

N KEY ASSIGNMENT Application
G T O
Default 7

Launch Application []

SELECT FILE

YY" thermaltake



"MY" Launch Application Function

Step 3: Step 4:
Click on the Open File button located on the bottoight. Select the executable file (.EXE) to open.

& oo
— =
<9

Profile

Right Click

B

diomo
+

y

]

85.04183.102
SetupMetrics

= chrome \isualElementshdanifest xml

Scroll Click Mouse Button

j

Scroll Up Mouse Button

]
o

Scroll Down Mouse Button =] chrome_proxy.exe
=] VisualElementsManifest.xml
o Left-handed O Right-handed

= T (D)
L public (\ifs) (P)
L T762 (\fs\userh

SELECT FUNCTIONS D mow
KEY ASSIGNMENT Application EEZEN) |All Files (%)
Launch Application E] [ EEEEO) |v]

SELECT FILE

21 )" thermaltake




MY" Launch Application Function

Step 6:
Based on the information displayed on the screen, you will be able to see if t
new key setting is applied properly.

Step 5:

Click Apply to change and save the new function.

Profile ' Clic ' Profile
Right Click ' Right Click
Scroll Click i Mouse Button 7 Scroll Click I Mouse Button
Scroll Up T Mouse Button [ Scroll Up I Mouse Button
Scroll Down Mouse Button 7 Scroll Down 7 Mouse Button

O Left-handed O Right-handed O Left-handed O Right-handed

SELECT FUNCTIONS SELECT FUNCTIONS
KEY ASSIGNMENT Application 2 KEY ASSIGNMENT Application
Launch Application EI [ Launch Application B
chrome.exe | A L chrome.exe

SELECTFILE SELECT FILE

YY" thermaltake



MY" Launch Application Function

Step 1:

Step 2:
Select a key, then select "Launch Application" from the dtown list

Select "Web" in the upperight drop-down list.

Profile
Right Click

Profile
Right Click
Scroll Click

Mouse Button Scroll Click
Scroll Up

Mouse Button
Mouse Button Scroll Up
Scroll Down

Mouse Button
Mouse Button Scroll Down

Mouse Button
O Left-handed ® Right-handed

QO Left-handed ©® Right-handed

SELECT FUNCTIONS
KEY ASSIGNMENT

Application
Launch Application [] Spolcy

Default
Single Key
Macro
| Media
RESET Sunctian SELECT FILE
L
Gaming Protile
Mouse
| Disable

T KEY ASSIGNMENT
Default 7

YY" thermaltake



MY" Launch Application Function

Step 3:

Enter the URL into the textbox located on the bottoight and press Enter.

Right Click
Scroll Click
Scroll Up

Scroll Down

KEY ASSIGNMENT
Launch Application

[

Profile

Mouse Button
Mouse Button
Mouse Button

O Left-handed O Right-handed

SELECT FUNCTIONS

Web [

www.thermaltake.com

Step 4:
Click Apply to save the new function. Verify if the new key function is applied
properly by looking at thanformationdisplayed on the screen.

Profile
Right Click
Scroll Click i Mouse Button
Scroll Up i Mouse Button
Scroll Down I Mouse Button

O Left-handed O Right-handed

SELECT FUNCTIONS

KEY ASSIGNMENT Web [
Launch Application []

v, www.thermaltake.com

YY" thermaltake



"M" Gaming Profile Function

Step 1: Step 2:

Select a key, then select "Gaming Profile" from the ellopvn list. Select a game title in the uppeight drop-down list.

Profile Clic Profile
Right Click 7 Right Click
Scroll Click 7 Mouse Button 7 Scroll Click 7 Mouse Button
Scroll Up i Mouse Button [ Scroll Up 1 Mouse Button
Scroll Down 7 Mouse Button 7 Scroll Down 7 Mouse Button

O Left-handed O Right-handed O Left-handed O Right-handed

SELECT GAME

Battlefield Hardline

¢ KEY ASSIGNMENT ¢ KEY ASSIGNMENT -
Default Gaming Profile 560
/ Default % Diablo Il

Single Key DOOM
Macro Dota 2

Media League of Legends

| Function Keys Overwatch

I aunch Annlicatinn World of Warcraft

R g Tom Clancy’s The Division
: ' Guild Wars 2

Disable

YY" thermaltake




"M" Gaming Profile Function

Step 4:

Click Apply to save the new function. Verify if the new key function is applied
properly by looking at the information displayed on the screen.

Step 3:

In the lowerright drop-down list, select an kgame action.

Profile Profile

Right Click Right Click

Scroll Click Mouse Button Scroll Click Mouse Button
Scroll Up Mouse Button Scroll Up Mouse Button
Scroll Down Mouse Button Scroll Down Mouse Button

QO Left-handed ® Right-handed O Left-handed ©® Right-handed

SELECT GAME SELECT GAME

KEY ASSIGNMENT Battlefield Hardline Z = ] e AR Battlefield Hardline

Gaming Profile GAME FUNCTION Gaming Profile GAME FUNCTION
Crouch (Hold)

Crouch (Hold)

Crouch (Toggle)

Cycle Fire Mode

Full Map

Interact f Enter Vehicle

Jump / Parachute f Analyze Target

Melee Attack

Prone

Reload

Scoreboard

Crouch (Hold)

YY" thermaltake



)" Mouse Function

Step 2:
Gda2z2dzaSh T Rdebtamdis fuRcNGR inlthe uppeght drop-down list.

Profile

Profile
Right Click

Right Click
Scroll Click Mouse Button Scroll Click

Mouse Button
Scroll Up

Mouse Button Scroll Up

Mouse Button
Scroll Down

Mouse Button Scroll Down

Mouse Button

O Left-handed ® Right-handed O Left-handed ® Right-handed

KEY ASSIGNMENT KEY ASSIGNMENT

MOUSE FUNCTIONS
Default Mouse Left Click
Default Left Click
Single Key Right Click
Macro Scroll Click
| Media Back Button
Function Keys Forward Button
Launch Application Scroll Up
Scroll Down
e Cyclic Profile +
Disable Cyclic Profile -
Cyclic DP1 +

YY" thermaltake



)" Mouse Function

Step 4:
Based on the information displayed on the screen, you will be able to see if t
new key setting is applied properly.

Step 3:

Click Apply to change and save the new function.

Profile 7 - 7 Profile
Right Click ' Right Click
Scroll Click Mouse Button | Scroll Click Mouse Button
Scroll Up Mouse Button 7 Scroll Up Mouse Button
Scroll Down T Mouse Button | Scroll Down Mouse Button

O Left-handed ® Right-handed QO Left-handed © Right-handed

Mouse Left Click

Mouse Left Click

KEY ASSIGNMENT MOUSE FUNCTIONS { KEY ASSIGNMENT MOUSE FUNCTIONS

Ve

YY" thermaltake



MY Disable Function

Step 1:

Select a key, then select "Disable” from the dozpvn list.

Right Click
Scroll Click
Scroll Up

Scroll Down

E— KEY ASSIGNMENT
e et
, Default

g Single Key
Macro
| Media
| Function Keys
Launch Application
Gaming Profile

Mouca

Profile

Mouse Button
Mouse Button
Mouse Button

O Left-handed ® Right-handed

Step 2:

Click Apply to save the new function. Verify if the new key function is applied
properly by looking at thenformationdisplayed on the screen.

Right Click
Scroll Click
Scroll Up

Scroll Down

KEY ASSIGNMENT

Disable

Profile

Mouse Button
Mouse Button
Mouse Button

QO Left-handed ® Right-handed

YY" thermaltake
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MY Macro Page

(1111
[ ® ® ®
New Macro / Delete / Copy / New Text / Import Record / Delete / Insert / Pause / Edit
/ Export Record:Begin macro recording.
New macro-Create a new macro Delete:Delete the assigned value of a specific key.
DeIete‘DeIéte a macro or text ' Insert: Insert an additional value above or below the
Copy'éopy a macro or text ' existing value of a specific key.
Newtext: Create a new text. Sto_p: End macro rec_ordlng. .
Import: Import a macro or text. Edit: Edit the delay time of a specific key.

Export:Export a macro or text.

Modifying the Name of a Macro / Text

You can change the name of a new macro or text directly. SEerRenLE

PROFILE 1

LB

PROFILE NAME

PROFILE 1 NEW TEXT

@
Macro Recording Settings

Record Delay Time®ecord a macro based on the time interval
between each keystroke.

Fixed DelayRecord a macro based on the specified time interval.
No DelayRecord a macro without recording the time interval
between each keystroke.

31

@
Macro Recording Area

You can verify the sequence recorded by the macro and
the key assignment.

5, IP Address:192.168.4.176

NEW MACRO

: Hiale.

MY thermaltake

MACRO / TEXT NAME

DELETE

IMPORT

YY" thermaltake
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"M Macro Recording Function

Step 1: Step 2:

Add a new macro and modify its name. Select the delay method used to record the macro by using the checkboxes b

SELECT MACRO / TEXT MACRO / TEXT NAME RECORD SELECT MACRO/TEXT MACRO / TEXT NAME

Macro 1 Macro 1 Macro 1 E|

NEW MACRO DELETE coPY Up/Down FES— NEW MACRO DELETE Up/Down Delay Time

RECORD

NEW TEXT IMPORT EXPORT NEW TEXT IMPORT

[ DELAY TIME AUTO-DETECTING [ DELAY TIME AUTO-DETECTING

¥ DEFAULT DELAY TIME 1 MS [ DEFAULT DELAY TIME 10

7 NO DELAY TIME [ no DELAY TIME

3 -




"M Macro Recording Function

Step 4:
Enter the sequence to be recorded from the keyboard, then press the Stop
button to complete the recording.

Step 3:

Press the Record button.

SELECT MACRO / TEXT MACRO / TEXT NAME RECORD SELECT MACRO / TEXT MACRO / TEXT NAME

Macro 1 Macro 1 Macro 1 E|

NEW MACRO DELETE COPY Up { Down Delay Time NEW MACRO DELETE

RECORD

NEW TEXT IMPORT EXPORT NEW TEXT IMPORT

[7] DELAY TIME AUTO-DETECTING [ DELAY TIME AUTO-DETECTING

¥ DEFAULT DELAY TIME 1 MS ¥ DEFAULT DELAY TIME 10

7 NO DELAY TIME 7 No DELAY TIME

34 -




"M Macro Recording Function

Step 1: Step 2:

Select a macro by clicking on the key it is assigned to. Click the Insert button.

I TEXT NAME

RECORD DELETE INSERT RECORD DELETE INSERT

SELECT MAC MACRO / TEXT NAME
Macro 1 ] Macro 1

EDIT EDIT

NEW MACRO DELETE COPY NEW MACRO DELETE COPY

Up / Down Delay Time
NEW TEXT IMPORT EXPORT NEW TEXT IMPORT EXPORT
[ DELAY TIME AUTO-DETECTING [ DELAY TIME AUTO-DETECTING
[ DEFALLT DELAY TIME 10 ¥ DEFAULT DELAY TIME 10

7 No DELAY TIME

7 NO DELAY TIME




"M Macro Recording Function

Step 3: Step 4:

Select the position where new content is to be inserted. Press the Record button.

J TEXT NAME
Macro 1 [] Macro 1

RECORD DELETE RECORD DELETE

EDIT 71 AFTER 7] BEFORE EDIT 71 AFTER [7] BEFORE

NEW MACRO DELETE NEW MACRO DELETE COPY

Delay Time Up/Down Delay Time

NEW TEXT IMPORT EXPORT NEW TEXT IMPORT EXPORT
[7] DELAY TIME AUTO-DETECTING 7] DELAY TIME AUTO-DETECTING
[ DEFAULT DELAY TIME 10 7 DEFAULT DELAY TIME 10

7 NO DELAY TIME

7 NO DELAY TIME




"M Macro Recording Function

Step 5: Step 6:

Enter the sequence to be recorded from the keyboard. Click the Stop button to complete the insertion process.

I TEXT NAME I TEXT NAME

7 - Macro 1 [] Macro 1 - -
EDIT AFTER ] BEFORE R EDIT AFTER ] BEFORE

RECORD DELETE RECORD DELETE

NEW MACRO DELETE COPY Delay Tirr NEW MACRO DELETE COPY Up /Down Delay Time

NEW TEXT IMPORT EXPORT NEW TEXT IMPORT EXPORT

— p —
DELAY TIME AUTO-DETECTING DELAY TIME AUTO-DETECTING

7 DEFAULT DELAY TIME 10 MS 7 DEFAULT DELAY TIME

7 NO DELAY TIME 4 7 NO DELAY TIME




MY" Text Recording Function

Step 1: Step 2:

Add a new character set and modify its name. Enter the values for the "Start Key" and "End Key" in the upper right corner.

SELECT MACRO / TEXT MACRO/ TEXT NAME v SELECT MACRO/TEX M/ TEXT NAME Start key
Text 1 E Text1 o Text1 Text 1

End key

NEW MACRO DELETE COPY NEW MACRO DELETE COPY

NEW TEXT IMPORT EXPORT NEW TEXT IMPORT EXPORT

38 -




MY" Text Recording Function

Step 3:
Click on the input box located at the bottenight corner and enter the
characters to be recorded from the keyboard.

Step 4:

Click the Save button to complete the recording of the character set.

SELECT MACRO / TEXT MACRO / TEXT NAME
Text1 [ Text1

SELECT MACRO / TEXT MACRO / TEXT NAME
Text1 [ Text 1

NEW MACRO DELETE COoPY NEW MACRO DELETE COPY

NEW TEXT IMPORT EXPORT NEW TEXT IMPORT EXPORT

39 -
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MY Lighting Page

Lighting Effects

Mouselight of 9 lighting effects are supportedtatic, Pulse, Blink, Wave, RGB Spectrum, Raindrops,
Snake, Music Mode and System Temperature.

Y 7 ) X (=X

Lighting Effects Configurations " thermaltake

Can be used to adjust the color, direction, speed, and brightness
level of the lighting effect within an area; can also be used to switch

to random colors. PROILE @
| I | P

PROFILE NAME
PROFILE 1

Apply / Restore Lighting Effect Settings
Apply: Apply the new lighting effect settings to all keys on the

PATTERN

mouse.

Restore Lighting Effect Settingall lighting effect settings saved . PATTERN SETTING

under the current profile will be restored to factory default wave e
Va|UeS DIRECTION e M Right 77

W Down

U R |256 (0~255) -.
SPEED Slow ="/ Extreme G o (0~255) \j
- o 25 -
BRIGHTNESS im  — Bright 8 260
. COLOR CODE 3
APPLY RESET LED # (o0

Color Pattern Settings

Add Pattern:Add a new pattern with red to black gradie
Delete Pattern:Delete the currently selected color pattern.
Insert Color PointAdd a red color point to the color pattern. o
Delete Color PointDelete the selected color point from the
color pattern.

TT070010195, IP Address:192.168.4.190

@
Color Wheel Settings

You can select a color from the color wheel directly or enter
RGB color values to adjust the color of the lighting effect.

41 YY" thermaltake
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MY Static Mode|

Step 2:

Step 1. Click on a color inside the color wheel or enter the RGB color values to chang
Select "Static" in the Lighting Effect drdpwn list. the color.

7 SYNCALL AREAS 7 SYNCALL AREAS

EFFECT EFFECT

Static [] Static

e [

= | Single ™ customize —_— ZONES ™ single M customize

Blink I

Wave pm T/ Bright R 255 (0~255) — 1 BRIGHTNESS Dim =—//0 —— Bright R |0 (0~255)

RGB Spectrum -
Raindrops G |0 (0~255) r ey G |255 | (0~255)

Snake .
(0~ - |55 -~
Music Mode B: |0 (0~255) - B: (0~255)

Ll COLOR CODE : - COLOR CODE :
RESET LED # [ff00 ] RESET LED # |Offff

Bl B

43 YY" thermaltake




MY Static Mode|

Step 3: Step 4:

Adjust the brightness level of the mouse's backlight. Click Apply to save the new settings.

oA

7 SYNC ALL AREAS 71 SYNCALL AREAS

EFFECT EFFECT

Static [l Static [l

ZONES ™ single ™ customize ZONES ™ single ™ customize

BRIGHTNESS Dim =/ Bright R [0 (0~255)
G [255 | (0~255)

BRIGHTNESS o — 1 R o (0~255)

G [255 | (0~255)
B: (265 | (0~255) B: [265 | (0-255)
COLOR CODE

RESET LED # |Offff

COLOR CODE :
RESET LED # Offf

YY" thermaltake
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MY Static Mode|

Step 2:

Step 1: Click on a color inside the color wheel or enter the RGB color values to chang
Switch the zones to "Customized." the color

71 SYNCALL AREAS 7 SYNCALL AREAS

EFFECT EFFECT

Static [l Static [

ZONES ™ single ™ customize ZONES M single 17 customize

BRIGHTNESS Dim = Bright R lo (0~255)
G (285 | (0~255)
B: [255 (0~255)

BRIGHTNESS Dim =" pright R [285 | (0~255)
G o (0~255)
B: [0 (0~255)

COLOR CODE: COLOR CODE :

RESET LED # Offft

RESET LED # [m00

YY" thermaltake
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MY Static Mode|

Step 3:
Click on the mouse image directly with the left mouse button to change the
key color. Step 4
Right click to cancel the color. Click Apply to save the new settings.

L. L

7 SYNCALL AREAS 7 SYNCALL AREAS

EFFECT EFFECT
Static [ Static [l

ZONES ™ single ™ customize P ZONES ™ single ™ customize

J

BRIGHTNESS Dim =" Bright R |o (0~255) . BRIGHTNESS Dim =" Bright R [0 | (o255
G 285 | (0~256) 1 G [255 | (0~255)
B: 265 |(0-255) L e B: 255 | (0~258)

ol

COLOR CODE : —+— COLOR CODE :
RESET LED # Offff | RESET LED # Offf

| |

EC]

46 YY" thermaltake




MY Pulse Mode

Step 2:
Click on a color inside the color wheel or enter the RGB color values to chang
the color.

Step 1:
Select "Pulse" in the Lighting Effect drdgwn list.

I

71 SYNCALL AREAS 71 SYNCALL AREAS

EFFECT EFFECT
Static [l Puise [l
‘7} | single M customize P r ZONES [ single ™ Random

Jim = Bright R o ) 1 [ customize R o | (0~255)
RGB Spectrum

Raindrops G [2585 | (0~255) 1 1 Slow = Extreme G [285 (0~255)
Snake B - N 1

Music Mode B: [255 | (0~255) = B: [255 | (0~255)

Temp. COLOR CODE COLOR CODE :

RESET LED L L RESET LED # |Offff
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MY Pulse Mode

Step 3:
Adjust the backlight speed.

b

7 SYNCALL AREAS

EFFECT
Puise E]
ZONES [T single ™ Random
™ customize R lo (0~255)
Slow G [255 | (0~258)
B: [265 | (0~255)

COLOR CODE :

RESET LED # Offff

48

Step 4:

Click Apply to save the new settings.

ns)

7 SYNC ALL AREAS

EFFECT

Puise [l

ZONES [ single ™ Random
™ customize

Slow Extreme

RESET LED

Nl

R [0 | (0255
G [255 | (0~255)
B: [265 | (0~255)
COLOR CODE :

# [om
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MY Pulse Mode

Step 2:

Step 1: Click on a color inside the color wheel or enter the RGB color values to chang
Switch the zones to "Customized." the color.

"

7 SYNCALL AREAS 7 SYNC ALL AREAS

EFFECT EFFECT

Puise [ Pulse [

ZONES ™ single ™ Random ZONES ™ single ™ Random

Customize R [285 | (0~255) Customize R 255 | (0~255)

Slow  ——— G 0 (0~255) T 1 Slow G o (0~255)
B: [0 (0~255) LI B: [108 | (0~2585)
COLOR CODE : COLOR CODE :

RESET LED # fi00 RESET LED # ffl06c

YY" thermaltake
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MY Pulse Mode

Step 3:
Click on the mouse image directly with the left mouse button to change the
key color. Step 4:
Right click to cancel the color Click Apply to save the new settings.

L.d Led

7 SYNCALL AREAS 7 SYNCALL AREAS

EFFECT EFFECT
Pulse [ Pulse [

ZONES ™ single — ZONES ™ single 7 Random

J

Customize R [285 | (0~255) T | Customize R [255 | (0~255)

Lo e —— G o (0~255) - Slow  =——— G lo (0~255)
B: |108 (0~255) B: [108 (0~255)

H |
COLOR CODE : ! |~— COLOR CODE :

=
RESET LED # (ffo6c il J RESET LED # [o6e

_ L
.
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)" Blink Mode|

Step 2:
Step 1:

L o ] _ Click on a color inside the color wheel or enter the RGB color values to chang
{StSOU a. tAylb Aydownkss [AIKUAYI 9FTFSQUBNELI

7 SYNCALL AREAS 7 SYNCALL AREAS

EFFECT EFFECT

Blink [l

Satic

M customize I ZONES

‘ ™ Single ™ Random
wave = Bright R [255 | (0255 T | ™ customize
RGB Spectrum

G |0 (0~255)

R [0 |(0-258)
Raindrops

Snake [ [ |
1 % . e
Music Mode B: [108 | (0~255) B: [2556 | (0~255)
HEnp COLOR CODE : L COLOR CODE :
RESET LED # o6 RESET LED # |Offft

Slow —/70 G 255 | (0~255)
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)" Blink Mode|

Step 3:
Adjust the backlight speed.

Tun

7 SYNCALL AREAS

EFFECT
Blink [l
ZONES [ single ™ Random

™ customize R o | (0~255)
e A — c [285 | (0-25%)
B: [265 | (0-255)
COLOR CODE :
RESET LED # [om

52

Step 4:

Click Apply to save the new settings.

'

7 SYNC ALL AREAS

EFFECT
Blink [l

ZONES [ single ™ Random

El

Customize

Slow =l Extreme

RESET LED

.
nE |

R [0 | (0255
G [255 | (0~255)
B: [265 | (0~255)
COLOR CODE :

# [om
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MY Blink Mode|

Step 2:

Step 1: Click on a color inside the color wheel or enter the RGB color values to chang
Switch the zones to "Customized." the color

L

7 SYNCALL AREAS 7 SYNCALL AREAS

EFFECT EFFECT

Blink [l Blink [

ZONES ™ single ™ Random ZONES ™ single 7 Random

™ customize R (255 | (0~255)

G [0 (0~255) r 1 Slow = Extreme G |0 (0~255)

e —
B: [0 (0~255) = B: [108 | (0~258)

™ customize R (255 | (0~255)

COLOR CODE : COLOR CODE :
RESET LED # fi00 RESET LED # &06‘:

YY" thermaltake
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MY Blink Mode|

Step 3:

Click on the mouse image directly with the left mouse button to change the

key color.
Right click to cancel the color

"

7 SYNCALL AREAS

EFFECT
Blink E}
ZONES M single
[ customize

Slow

RESET LED

54

R [255 | (0~255)
G o (0~255)
B: 108 | (0~255)
COLOR CODE :

# |flo6e

I
|

Step 4:

Click Apply to save the new settings.

EFFECT

Blink

ZONES

L

7 SYNCALL AREAS

o

™ Single ™ Rrandom

J

™ customize R 255 | (0~255)
St —1 G o (0~255)
B: [108 | (0~255)
COLOR CODE
RESET LED # fi06c

_ L
.
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)" Wave Mode

Step 1:
Select "Wave" in the Lighting Effect dedpwn list.

7 SYNCALL AREAS

EFFECT
[

17 Single ™ customize

fm ——— Brignt R 265 | (0~255)
Raindrops c o (0~255)
Snake [
1 (0~
Music Mode 8 L (0-255)
D COLOR CODE :

RESET LED # fl06c

55

®

m_
[
|m

Step 2:

Select a set of color patterns on the upgéght.

EFFECT

Wave

DIRECTION

SPEED

BRIGHTNESS

Bright

RESET LED

YY" thermaltake



)" Wave Mode

Step 3:

Set the direction, speed, and brightness level of the lighting effect.

56

EFFECT

Wave

DIRECTION

SPEED

BRIGHTNESS

Extreme

Bright

RESET LED

PATTERN

|

PATTERN SETTING

R 285 | (0~255)
G o (0~255)
B: [0 (0~255)
COLOR CODE :

# [m00

aE

Step 4:

Click Apply to save the new settings.

EFFECT

Wave

DIRECTION

SPEED

BRIGHTNESS

RESET LED

Extreme

Bright

PATTERN

PATTERN SETTING

R [255 (0~255)
G [0 (0~255)
B: |0 (0~255)
COLOR CODE :

# ff00
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Y Wave Mode

Step 1:

Add a new set of color patterns.

EFFECT

Wave

DIRECTION

SPEED - Extreme

BRIGHTNESS D —— 1 L

RESET LED

57

PATTERN

PATTERN SETTING

ADD COLOR DEL COLOR

R 285 | (0~255)
G o (0~255)
B: [0 (0~255)
COLOR CODE :

# [m00

Step 2:

Add a new colainsertion point and drag it to the desired position.

EFFECT

Wave

DIRECTION

SPEED

BRIGHTNESS

RESET LED

PATTERN

PATTERN SETTING
O

ADD COLOR DEL COLOR

7 Right

W Down
Extreme

Bright
COLOR CODE :
# 0O

YY" thermaltake




Y Wave Mode

Step 3: Step 4:

Click on each coldnsertion point to modify its color. Click Apply to save the new settings.

PATTERN PATTERN

PATTERN SETTING PATTERN SETTING

 m | COS— s
EFFECT B u o EFFECT = = =

Wave Wave
ADD COLOR DEL COLOR ADD COLOR DEL COLOR

DIRECTION e — DIRECTION e —HT
Dawn R [265 | (0-255) ‘ : R [265 | (0-255) _‘

SPEED —_— Extreme G [0 0~255) [ SPEED —_—— Extreme G [0 (0~255) Dh
- 18 | o~ i - 18 | o~ L J

B | (0~255) BEiGiNEee Bright B | (0~255) -\T

COLOR CODE : COLOR CODE : -

RESET LED i L RESET LED # [fiod ! ‘_J

BRIGHTNESS D —— 1T
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MY Spectrum Cycling Mode

tep 2:
Step 1: Step

N o L _ Set the speed and brightness level of the backlight and click on Apply
{ St SO0 dawD. {LISOUNXHzYHowhist. U KS [ AIKUA %gavegtﬁefme%v%&tindg NE LJ

Byl Byl

7 SYNCALL AREAS 7 SYNCALL AREAS

EFFECT EFFECT
Static RGB Spectrum
Static

Pulse
Blink

M customize SPEED Extreme

Bright R [255 | (0~255)

G o (0~255)

B: [0 |(0-255

COLOR CODE :
RESET LED # |00

BRIGHTNESS im = Bright

N w
B

RESET LED
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MY Raindrop Mode

Step 2:

Click on a color inside the color wheel or enter the RGB color values to change
the color.

Step 1:
Select "Raindrops" in the Lighting Effect ciabgpwn list.

71 SYNCALL AREAS

EFFECT

Static [l

Static e

Pulse Single
Blink

Wave

EFFECT

Raindrops E]

M customize ZONE [T single ¥ Random

im =" Bright

R (285 | (0~255)

SPEED Slow Extreme R [0 | (0~255)
G [0 (0~255) BRIGHTNESS Dim =" Bright G [

| (0~255)
B: 0 | (0258

Temp.

B: 255 | (0~258)

COLOR CODE :

COLOR CODE :
RESET LED # |00

# Offf

RESET LED

60 YY" thermaltake




MY Raindrop Mode

Step 3:
Set the speed and brightness level of the backlight.

EFFECT
Raindrops B

ZONE [ single [ Random

SPEED Slow Extreme R [0 | (0255

BRIGHTNESS Dim == pright G [255 | (0~285)
B: [265 | (0~255)

COLOR CODE:
RESET LED # Offt

61

Step 4:

Click Apply to save the new settings.

EFFECT

Raindrops B
ZONE [ single [ Random

SPEED Slow Extreme R [0 | (0255

BRIGHTNESS Dim == pright G [255 | (0~285)
B: [265 | (0~255)

COLOR CODE :
RESET LED # Offt

N
R

N
N

YY" thermaltake



MY Shake Mode

Step 2:

Stf%p El':, ] A o ) _ Click on a color inside the color wheel or enter the RGB color values to change
{StSOU a{ylI1Sb AydowKi&& [AIKUAY T 9FTFSHdo s NE LI

71 SYNCALL AREAS

EFFECT EFFECT

Static [l Snake [

Static

Pulse 7 single M customize
Blink

Wave - Bright
RGB Spectrum

ZONES [ single ™ Random

R |0 | (0~255) DIRECTION Down
G [285 (0~255)

B: [265 | (0~255)

R |0 (0~255)
SPEED —_— Extreme G |255 (0~255)
B: |255 (0~255)

SICIoE

BRIGHTNESS _ " Bright
Temp.

N
R

COLOR CODE:
RESET LED # Offt

COLOR CODE :
RESET LED # Offft
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MY Shake Mode

Step 3: Step 4:

Set the direction, speed, and brightness level of the lighting effect. Click Apply to save the new settings.

EFFECT EFFECT

Snake B Snake EI
ZONES [T single ™ Random " ZONES ™ single ™ Random

DIRECTION Down R [0 | w~255 ‘ DIREGHON Lo R’ [N (0-255)

SPEED — Extreme G 285 | (0~255) SPEED —| Extreme G |255 | (0~255)

S5 o - [285_] (0~
BRIGHTNESS —— Bright & A0 280} BRIGHTNESS —_— i B 0~255)
COLOR CODE : L | COLOR CODE :

RESET LED # Offt I RESET LED # Offft
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TMY" Music Mode

Step 1:
{ St SO

EFFECT

Static
Static
Pulse
Blink

Wave

RGB Spectrum
Raindrops

64

Step 2:
GadziAO a2z2RSh-dowhlisit KS [ A 3AKGAY I S&theTSsiced mddéNd lighting effects.

71 SYNCALL AREAS

EFFECT

Music Mode B

7 Single ™ customize 1 Movie ™ Gaming

R [0 | (0255
1 2 3 .
G |255

(0~255)
4 5 6
- . COLOR CODE :

B: [265 | (0~255)
APPLY RESET LED # |offt

Bright R [0 | (0258
G (255 | (0~255)
B: [265 | (0~255)

COLOR CODE:
RESET LED # Offt

N
R

N
N
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TMY" Music Mode

Step 3:

Clickon a color inside the color wheel or enter the RGB color values to change Step 4.
Click Apply to save the new settings.

the color of each row.

EFFECT

Music Mode B

1 Movie | Gaming

R [0 | (0258

G (255 | (0~255)

B: [265 | (0~255)

COLOR CODE :
RESET LED # [om
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N
Bl

EFFECT

Music Mode

[ Movie

1

[

|| Gaming

RESET LED

J

R [0 |(0-258)
G [255 | (0~255)
B: [265 | (0~255)

.,

COLOR CODE :
# Offff

M

| |
=

YY" thermaltake



MY System Temperature Mode

Step 1: Step 2:
Select "Temperature" in the Lighting Effect didgwn list. Click Apply to save the new settings.

7 SYNCALL AREAS

EFFECT EFFECT

?!3“}7 Temp. B
Static = _

Pulse Single Customize

Blink

Wave jm  — pright R [0 | (0~255)
RGB Spectrum

Raindrops G [255 | (0~255)

Snake B: [265 | (0~255)

J
J

Temperature 1 Temperature 2 Temperature 3 °c

40°C W s B R [0 |29
G [255 | (0-255)
B: 255 | (0~258)

Temperature 4 Temperature 5 Temperature 6

.,

| RS 64°C 70°C COLOR CODE :
APPLY RESET LED # om

COLOR CODE :
RESET LED # Offff

M
M

| |
=

L
.
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"™ Performance Page

Sensitivity Stage

Asensitivity stage is a preset sensitivity vaMeu can switch

up to 6 different sensitivity stages which you can cycle through
using the DPI cycle button.

Enable XY SensitivityBy default, the axis(horizontal) and
Y-axis(vertical) use the same sensitivity valudswever, you
may set different sensitivity values to each of the axes by the
Enable Xy Sensitivity option.

Polling Rate

The higher the polling rate, the more often the computer
receives information about the status of your mouse, thus
AYONBIFaAy3d GKS Y2dzaS LIRAY G SN

Button Response
Theiower the response, the more oftane computer receives
information about the status of younouse, thusncreasing the

°
Angle Snapping
AngleSnapping corrects minor imperfections when you try to move your mouse in straigt

horizontal or vertical paths. This can increase precision if you are simultaneously turning
and shooting in a first person shooter or drawing lines in a graphics editing application.

* =X

WY thermaltake

SELECT PROFILE
PROFILE 1

|

PROFILE NAME
PROFILE 1

SENSITIVITY STAGE 6 H W ANGLE SNAPPING

DP. 1 DPI 3 DPI 4 DPI5 DPI 6

1600 |DP 1600 |DP 3200 |DP 6400 |DP 12000/ DP 16000| DP

M xysensmvity W xysensmvity B xysensmviry B xysensmvity B xoysensmvity T Xy sENsmvITY

X 100 e 16000
POLLING RATE

BUTTON RESPONSE

125 250 500 1000 1500 2000 Hz 16 20 24 28
TT070010195, P Address:192.168.4.176

mouse button reaction time.
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MY Settings Page

[ o)
Language Settings
Sets the language of the program's user
Interface and theme.

[ L
Razer Chroma On / OFF M thermaltake
Userswho have installed both the TT iTAKE Softwar
and Razer Synapse 3 can experience synchronized prr—
gaming and RGB lighting effects on tigaming gear. Engiish [

° g g
Amazon Alexa Login
TTiTAKE software support Amazon Alexa voice () przerciroma | @
service, allowing you to control the lights by talking - :
to the Alexa Enabled device.

() amazon alexa pes)

LOGIN
ian Up

L
TT ITAKE APP Password Setting

Enter four number oEnglishalphabet.

Empty is disable function.

e ®
Official Website / Social Media
Official Website Visit the Producofficial website.
Social MediaVisit Thermaltake on Facebook.

TTO70010195, IP Address:192.168.4.176

° °
Software Version
Software VersionDisplays the version number of the installed program.

YY" thermaltake
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MY TTiTAKE APP Download

No SiM = 5:34 PM + % 89% ) PY
St ‘ - F TT iTAKE © Cancel —,_. Step 2
' uy g Lo 9y (i SNJ & ihto thek ¢ !

ES G T ITAKE search bar
S C:D

Messages Calendar ¢ Photos Camera

n 2y
S &
a 3
g 4 A |m
R L6 S =Y

Weather Clock Maps Notes ®

@ L J
Step 3

Tap to download.

g 30 Step 1
~ A * -A Open the App Store.

Reminders Stocks iTunes Store App Store

iBooks Health Watch

* Wallet " Settings Google Maps

0® Q

]
Today k1 Apg ERIER e

- NN thermaltake




)" APP Connecting

No SIM &

.

Messages Calendar Photos

Step 2

P ° Openthe TTITAKE Engine Software aset yourTT iTAKE App password.
Step 1

Launch the TT iTAKBp.

Weather

. \‘/\/\/:\‘\/

Reminders Stocks iTunes Store

% =X
AN thermaltake

LANGUAGES
English

THEME
Default

() razerciroma | @

) amazon alexa puy,

INT

LOGIN

ian Up

iTAKE

TT iTAKE

OFFICIAL WEBSITE / SOCIAL MEDIA
MY thermaltake f

SOFTWARE VERSION: V1456

5, P Address:192.168.5.154
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MM APP Connecting

No SIM = 5:38 PM < % 88% =) @ O No SIM = 5:42 PM ' — @ o

Step 5
Enter TT iTAKE App passwort

WELCOME TO TT iTAKE Step 3
Click to scan for devices.

TT iTAKE is the new way of combining your
computer with your smartphone. To start the
experience you must first scan your network and
connect to your host.

RESCAN

Enter your password.

D TT070010163 0
192.168.4.68
Step 4

In order to establish a
connection, click on the IP
address of the computer
you wish to connect to.

CANCEL

If the IP address is not
found, please try again to
scan for your device.

In addition, please verify

that the keyboard softwareis |0 W e r tiy u i o p
activated. If your device still e
el cannot be found, please a s d f g h j k I
i SHalRE il use the manual connection e ———
method (described on the & zZz X ¢ Vb nm &
next page). - 111 1] 1

7123 space return

24 YY" thermaltake




"™ APP Connecting

No SIM = 5:38 PM No SIM = < 3 88% ) @ °®
WELCOME TO TT iTAKE Connection Guide
TTiTAKE is the new way of combining your CONNECTION GUIDE Before attem ptlng to

computer with your smartphone. To start the
experience you must first scan your network and
connect to your host.

establish a connection,
please read these

Need help connecting to your computer? instructions carefully to
RESCAN Please make sure that the following prevent problems when
requirements are met: i .
—® 0 searching for your device.
D TT070010163 Ste 1 -> Your computer and smartphone are
192.168.4.68 p connected to the same network.

Enter the CompUter S -> Host software and app must be installed

IP address. and running on PC and smartphone
respectively.

->Your firewall is set to allow access. Please
also allow the host software to initiate
connections.

It may take some time until your computer

is found.
g °
Step 2 Please be patient.
Click on the "Connect"
button.

DE ex. 192.0.0.0
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